
 

COATING IN DRUMS 
(similar to the final one) 
Packing: 30 Kg – 300 Kg;  
Non-returnable drum; 
Emptying drums: manual or 
automatic (also cleaning drum 
system).  

HIGH DENSITY COATING IN 
DRUMS 
Density: approx. 100° Bè;  
Packing: 30 Kg – 300 Kg; 
Non-returnable drum; 
Automatic emptying drum: lifter, 
turn-over and cleaning drum 
system  
 

HIGH DENSITY COATING IN  
SMALL SILO 
Density: approx. 100° Bè;  
Packing: 1.000Kg–1.500Kg; 
Returnable silo; 
Silo emptying: automatic (by 
gravity  or by pump); 
Easy and fast small silo 
replacement by fork-lift.  
 

HIGH DENSITY COATING IN 
CONTAINER 
Density: approx 70°Bè - 100° Bè;  
One or more container; 
Container capacity: 2.000 Kg – 
5.000 Kg;   
Provided with mixers and level 
probes; 
Loading by tank truck;   
Emptying by pump.  
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�  Fully automatic  

�  Continuous production  

�  Production : 100 – 600 Kg/h  

�  Automatic Density control  

�  Automatic viscosity control  

�  Supervision and remote 

control  

�  Automatic cleaning of 

densimeter and 

viscosimeter probes by 

ultrasonic system  
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